






 

6SL3000-2BE21-0AA0 
 
 

Technical specifications  

DC link voltage 
510 ... 720 V DC 
or line voltage 380 ... 
480 V 3 AC 

Motor reactor (for a 4 kHz pulse frequency) 

 6SE7021-0ES87-1FE0 6SL3000-
2BE21-
0AA0 

6SE7022-
6ES87-1FE0 

6SE7024-
7ES87-1FE0

Rated current A 9.2 9 23 42 

Power loss kW 0.08  0.07  0.11  0.19  

Connection 
Motor 
Module/Motor 

 Screw-type terminals 4 
mm2 

Screw-type 
terminals 4 
mm2 

Screw-type 
terminals 10 
mm2 

Flat terminator 
for M8 screw 

PE connection  M6 screw stud M6 screw 
stud 

M6 screw stud M6 screw 

Cable length 
between motor 
reactor and 
motor, max. 

       

(number of 
reactors in 
series) 

 (1) (1) (1) (2) (1) (2) 

 Shielded  m 
(ft) 

100 (328) 135 (443) 160 
(525)

320 
(1050) 

190 
(623) 

375 
(1230)

 Unshielded  m 
(ft) 

150 (492) 200 (656) 240 
(787)

480 
(1575) 

280 
(919) 

560 
(1837)

Degree of 
protection 

 IP00 IP00 IP00 IP00 

Dimensions      

 Width  mm 
(in) 

178 (7.01) 178 (7.01) 219 (8.62) 197 (7.76) 

 Height  mm 
(in) 

97 (3.82) 159 (6.26) 180 (7.09) 220 (8.66) 

 Depth  mm 
(in) 

88 (3.46) 111 (4.37) 132 (5.20) 121 (4.76) 

Weight, 
approx. 

kg 
(lb) 

6 (13.2) 5 (11.0) 9.5 (20.9) 20 (44.1) 



Approvals  cURus cURus cURus cURus 

Suitable for 
Motor Module 
in booksize 
format 

Type 6SL3120-
1TE13-0AA3 
6SL3121-
1TE13-0AA3 
6SL3120-
2TE13-0AA3 
6SL3121-
2TE13-0AA3 

6SL3120-
1TE15-0AA3
6SL3121-
1TE15-0AA3
6SL3120-
2TE15-0AA3
6SL3121-
2TE15-0AA3

6SL3120-
1TE21-0AA3
6SL3121-
1TE21-0AA3
6SL3120-
2TE21-0AA3
6SL3121-
2TE21-0AA3

6SL3120-
1TE21-8AA3 
6SL3121-
1TE21-8AA3 
6SL3120-
2TE21-8AA3 
6SL3121-
2TE21-8AA3 

6SL3120-
1TE23-0AA3 
6SL3121-
1TE23-0AA3 

 Rated current 
of the Motor 
Module  

A 3 5 9 18 30 
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